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AUDEMO-SYSTEMS GmbH
Schatzbogen 62 81829 Miinchen,
Germany

CE-Symbol gemal Richtlinie 93/68EWG

The 2-way coaxial horn speaker is engineered for outdoor applications with superb foreground sound
and EN54 certification. The PB-3150A delivers a smooth and powerful beam-type sound for a large
range of venues, such as airports, mega-stores, stadiums and many more.

The 150W powered professional speaker is equipped with an impressive 2-way bass-reflex system,
consisting of an 8' woofer and a high-performance HF-driver with crossover at 2.5kHz.
The speaker offers 3 different 100V power tappings, low impedance operation is also possible.

The sturdy high-impact ABS housing in white with a metal hexagon-shaped aluminium grille offers IP66
enclosure protection. Connection is easily done by a screw-terminal at the rear of the speaker, protected
by a cover plate with 2 x PG11 cable glands. The metal mounting bracket with adjustable inclination
enables simple and safe installation. A safety rope is included in the delivery.
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Frequency Response Diagrams
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Technical Diagrams
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Technical Data (Electrical)

Description

Power

Impedance (100V)
Frequency Range
Frequency Response
SPL, IEC268-5, 1TW/1m

SPL, EN54-24, Pmax./4m

SPL, rated noise power / 4m
Sensitivity EN54-24, 1W/4m

Dispersion -6dB, 500Hz
Dispersion -6dB, 1KHz
Dispersion -6dB, 2KHz

Dispersion -6dB, 4KHz

Technical Data (Mechanical)

Dimensions

IP Rating

Weight (net)

Temperature range
Mounting

Connector

Maximum cable cross section
Max. cable cross section loop

Colour

AUDEMO-SYSTEMS GmbH
Schatzbogen 62
81829 Minchen, Germany

2-Way Coaxial Horn Loudspeaker

g Y

PB-3150A

PB-3150A
150/75/38W (8ohm)
67/133/263 ohm

90 - 19.000 Hz

75 -20.000 Hz
98 dB

102,5 dB

104,8 dB
84,7 dB

170° (h)
180° (v)

79° (h)
80° (v)

50° (h)
62° (v)

85° (h)
70° (v)

315x305x350 mm
P66

11,85 kg

-25/+70 °C
Bracket

4-pin screw terminal
4,9mm?

2x1,2mm?2

white
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